
Johnson.Hardwood   Farmhouse Manor

Manufacturer of Unique High Quality Floors                               Technical Specifications 
______________________________________________________________________________

Farmhouse Manor Series: Bring the past to the present and last till the future. Own a piece of history from the humblest of 
times when experienced farmers raised their barns and called it home. The Farmhouse Manor series combines innovative rigid 
core technology to create water-resistant and durable flooring with the beauty of aged reclaimed wood. From rustic browns to 
modest tints of grey, the charming visuals of Farmhouse Manor is sure to make an everlasting impression for generations to 
come.  

PRODUCT INFORMATION (Plank Specifications – Residential and Commercial) 

Construction Type:       WaterShield SPC Rigid Core Hybrid  
Grade:       Rustic (includes simulated knots, simulated resawn, reclaimed/weathered/worn 

look) 
Color Choice:         Refer to Johnson’s product sheet 
Wear-Layer Thickness:         0.5 mm (20 mil) 
Overall Thickness:         7.5 mm 
Core Material          Water-Shield Core (stone plastic composite)  
Width:       7-1/8” (nominal)
Length:       48” (nominal)
Bevel:       Micro 
Click System:     Unilin Angle-Tap
Underlayment:     1.5 mm Sound Control Premium Underlayment
Style:       Embossed Textures
Finish: Urethane with Acrylic Bead
Luster:     Matte (4 – 5 degrees ± 2)
Color Tone/Variation:       Moderate Plus

Other Specs:        100% Virgin Vinyl 
Green Guard Gold 
Phthalate Free 

INSTALLATION:          Floating 

Subfloor:      Refer to Guidelines 
PACKAGING: 
SQ/FT Per Carton:         19.12 
Cartons Per Pallet:        40 
PCS Per Carton:        8 
Pounds Per Carton:            49 

PERFORMANCE:            TEST METHOD           RESULTS 
IIC / STC / ΔIIC 6” slab only  
Unless otherwise indicated 
(** indicates ceiling assy.)          ASTM E90-09 ASTM E492-09  STC 53 / IIC 59 

ASTM E84-2016          
Flame Spread Index:          10 
Smoke Development Index:        170 



(Meets the requirement of Class A interior Wall & Ceiling Finish Category) 

ASTM E648-2015Ɛ1  
Critical Radiant Flux       Class 1 

ASTM D 2047-2011 
Static Coefficient Measured       Dry Condition: 0.43 / Wet Condition: 0.69 

Density Rating: 1911 kg / m3 

WARRANTY PERIODS FOR JOHNSON HARDWOOD VINYL PRODUCTS: 

 Limited Lifetime Structural Warranty
 Limited Lifetime Residential Wear Warranty
 Limited Lifetime Waterproof Warranty
 Limited Lifetime Petproof Warranty
 Limited 10-Year Commercial Wear Warranty


